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	GON#
	

	
	PRODUCT
	 

	
	GE CONNECTIVITY RESOURCES
	Name
	Phone
	Email

	
	Installation Field Engineer
	
	
	

	
	InSite Connectivity Leader
	
	
	

	
	Install Project Manager 
	
	
	

	COMPLETED BY CUSTOMER
	Please complete this Pre-Installation Checklist and email it back prior to the Expected Delivery Date

	
	FACILITY NAME
	

	
	PHYSICAL ADDRESS
	

	
	PHYSICAL ADDRESS
	City: 
	State: 
	Zip: 

	
	CUSTOMER PROJECT CONTACTS
	Name
	Phone
	Email

	
	Director/Lead Tech 
	
	
	

	
	Enterprise User Account Configuration
	
	
	

	
	Network Security 
	
	
	

	
	PACS Admin
	
	
	

	
	Comments:  

	
	INSITE -  REMOTE CONNECTIVITY
REQUIRED

	
	Depending on product family and software revision, GE systems can be connected to the GE Back Office/Online Center for remote diagnostic, system health monitoring and to facilitate troubleshooting. To enable InSite remote service, please select ONE of the below options and provide the requested information:


	
	☐ 1. TLS Internet Access TCP Port 443* - DNS Resolution (Preferred – Please provide DNS in Network Info) 

	
	☐ 2. TLS Internet Access TCP Port 443* - Customer Provided Proxy  


	
	           Proxy IP              Port            
         Username         Password 


	
	*If firewall rules or exemptions are required for successful connectivity, add the following URLs to allow outbound TLS communication: 
https://insite.gehealthcare.com
as1-insite.gehealthcare.com
as2-insite.gehealthcare.com
https://gehealthcare-ns.flexnetoperations.com
https://download.flexnetoperations.com


	
	☐ 3. Opt-Out of Remote Connectivity             Reason  
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	COMPLETED BY CUSTOMER
	NETWORKING - LOCAL CONNECTIVITY  
REQUIRED – please select one from each row

	
	IP INFO
	[bookmark: OLE_LINK15]Static IP Address
	Subnet Mask
	Gateway
	Port#
	AE Title
	Hostname <= 12 Chars.
	Notes

	
	AW Server 
	
	
	
	
	
	
	

	
	ILO 
	
	
	
	
	
	
	

	[bookmark: _Hlk111813683]
	NTP Server
	
	N/A
	N/A
	N/A
	N/A
	
	

	[bookmark: _Hlk111813316]
	DNS Server 1 
	
	N/A
	N/A
	N/A
	N/A
	
	

	
	DNS Server 2 
	
	N/A
	N/A
	N/A
	N/A
	
	

	
	PACS and HIS/RIS 

	[bookmark: _Hlk73110987]
	PACS HIS/RIS 
	Static IP Address 
	Port#
	AE Title
	Notes

	
	PACS 1
	
	
	
	

	
	PACS 2
	
	
	
	

	
	HIS/RIS
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	User Account Configuration Requirements

	
	Designate the Active Directory or LDAP Enterprise User Account Configuration Server IP Address or Name:
	

	
	Authentication Type: 
	

	
	Server Type (example: Microsoft Active Directory):
	

	
	Local User Account Configuration can be applied in lieu of Enterprise Authentication (Note that DNS and NTP configurations are compulsory for AW Server Enterprise User Account Configuration)
	


       
	[bookmark: OLE_LINK10]Enterprise Authentication Setup Prior to Installation

	[bookmark: OLE_LINK11]If utilizing enterprise authentication, please refer to the User’s Guide for information on setting up groups/roles prior to installation.
· Administrator: Access to all features and tools with the exception of service tools.
· Standard: General access for most users. Can see database and access user tools, but not administrator or service tools.
· Limited: Most restricted access for casual user. Cannot access any user tools or see the full database. Must know the patient's last name and Patient ID to view exam data.



	Rack Space

	U slots for Server (1 needed):  U: xx-xx

	U slots for KVM (1 needed – if KVM is used):   U: xx-xx

	U slot for PDU (1 needed – if PDU is used): U: xx
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